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Material Lifts

THESE UNITS ARE FOR INDOOR USE ONLY

These units are ideal for assisting in the positioning of material at high level.

RANGE FROM 4 Metre To 8 Metre WORKING HEIGHTS

WINCH OPERATED AVAILABLE WITH EXTENSION FORKS




GENIE Advantage Range

SLA15 SLA20 SLA25

P | 4.98m | 6.46m | 7.94m
CAIISEAI\:gITY 363kg | 363kg | 295kg
WIDTH 0.8m 0.8m 08m
HEIGHT | 1.99m | 1.99m | 1.99m
WEIGHT | 144kg | 184Kg | 204kg
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Electric Vertical Lifts

THESE SCISSOR LIFTS ARE FOR INDOOR USE ONLY

COMPACT MACHINES ABLE TO GO THROUGH STANDARD SINGLE DOOR
LIGHTWEIGHT WITH NON-MARKING TYRES, IDEAL FOR USE IN SCHOOLS or HOSPITALS

RANGE FROM 3 Metre To 8 Metre WORKING HEIGHTS

MOST ARE FULLY SELF PROPELLED WITH IN-BUILT CHARGERS




POP — UP’s

Max Working Height 3.63m
 Max Platform Height 1.63 m

e  Min Platform Size 1.01 x0.52 m
» Safe Working Load — Max 240 kg

e Closed Height 1.63 m

* Closed Width 0.70 m
 Closed Length 1.14 m

*  Weight 215 kg
 Power Source

* Manual for movement and Electric for raising platform
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POWERTOWER

3.1m Platform height,

5.1m working height
250Kg. Safe Working Load (1-Person)

Compact - Only 0.78m wide, passes easily through standard
doorways

Large 1.5m x 0.65m platform size

Only 0.78 x 1.5m working footprint

Heavy-duty Auto-Lock castors provide secure base

The Portable Powered Access Tower
Featuring simple push button basket controls, the

Power Tower is ready for use in a few seconds and
there's no erecting, dismantling or climbing involv ed




JLG 1230 Vertical LIft

Max Working Height

 Max Platform Height

e  Min Platform Size

« Safe Working Load — Max

e Closed Height

e Closed Width

 Closed Length

«  Weight

. Power Source

5.66 m

3.66 m

1.26 x 0.69 m

230 kg

1.66 m

0.76 m

1.36 m

790 kg

Electric

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk

EMAIL: sales@plantfinderlimited.co.uk




Genie Runabout GR12

Max Working Height 548 m
Max Platform Height 3.48 m
Min Platform Size 1.40x0.75m
Safe Working Load — Max 227 kg
Closed Height 1.57m
Closed Width 0.75m
Closed Length 1.35m
Weight 717 kg

Power Source Electric




Genie Runabout GR20

 Max Working Height
 Max Platform Height

*  Min Platform Size

« Safe Working Load — Max
e Closed Height

* Closed Width

 Closed Length

«  Weight

. Power Source

8.07 m

6.07 m
1.40x0.75m
159 kg

1.98 m

0.80 m
1.35m

1112 kg

Electric
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Electric Scissor Lifts

THESE SCISSOR LIFTS ARE MAINLY FOR INDOOR USE

NON MARKING TYRES IDEAL FOR INSIDE NEW SHOPPING MALLS

RANGE FROM 8 Metres TO 14 Metres WORKING HEIGHTS

FULLY SELF PROPELLED WITH IN-BUILT CHARGERS

AVAILABLE WITH LARGE WORKING PLATFORMS




GENIE GS1932

Max Working Height 7.8 m
Max Platform Height 5.8 m
Min Platform Size 2.54x0.76 m
Safe Working Load — Max 227.00 kg

Closed Height 201 m
Closed Width 0.76 m
Closed Length 1.82 m
Weight 1344 kg
Power Source Electric
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GENIE GS2032

Max Working Height 8.1m
Max Platform Height 6.1 m
Min Platform Size 3.34x0.81m
Safe Working Load — Max 363 kg
Closed Height (Rails Folded) 1.78 m
Closed Width 0.81 m
Closed Length 244 m
Weight 1825 kg

Power Source Electric



GENIE GS 2632 & GS3232

GS2632 GS 3232
Max Working Height 9.9 m 11.75m
Max Platform Height 7.9m 9.75m
Min Platform Size 3.34x0.79m 3.34x0.79m
Safe Working Load — Max 227 kg 227 kg
Closed Height Minimum 191 m 2.03m
Closed Width 0.81m 0.81m
Closed Length 2.44m 243 m
Weight 2336 kg 2352 kg
Power Source Electric Electric
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UPRIGHT X26 & X32

X26 X32
Max Working Height 9.9 m 11.8 m
Max Platform Height 7.9m 9.8 m
Max Platform Size 3.1x1.17m 3.1x1.22m
Safe Working Load — Max 454 kg 340 kg
Closed Height Minimum 1.98 m 1.88 m
Closed Width 1.22m 1.22 m
Closed Length 2.35m 2.35m
Weight 1957 kg 2486 kg

Power Source Electric Electric



JLG 2646ES & 3246ES

2630 2646 3246

Max Working Height 99 m 9.9 m 11.75m
Min Platform Height 7.9 m 7.9 m 9.75m
Closed Height Minimum 1.94 m 1.97m 1.97 m
Closed Width 0.76 m 1.17m 1.17m
Closed Length 2.3m 2.5 m 25 m

Safe Working Load — Max 363 kg 450 kg 450 kg
Weight 2155 kg 2163 kg 2168 kg
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Genie GS2646 & GS3246

GS2646
Max Working Height
Max Platform Height
Max Platform Size
Safe Working Load — Max
Closed Height Minimum

Closed Width
1.17 m

Closed Length
244 m

Weight
2107 kg

Power Source
Electric

9.9m
7.9m
3.18 x1.17 m
454 kg
1.73m

GS3246
Max Working Height 11.75m
Max Platform Height 9.75m
Min Platform Size 3.18 x1.16 m
Safe Working Load — Max 318 kg
Closed Height Minimum 1.86m
Closed Width
1.17m
Closed Length
244 m
Weight
2800 kg

Power Source
Electric




JLG 4069

Max Working Height 12.2 m

Max Platform Height 10.2 m

Min Platform Size 473 x1.65m
Safe Working Load — Max 363 kg
Closed Height Minimum 1.10 m
Closed Width 1.75m
Closed Length 3.10m
Weight 4790 kg
Power Source Electric
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Diesel Scissor Lifts

THESE SCISSOR LIFTS ARE MAINLY FOR OUTDOOR USE

THE MAJORITY OF THESE SCISSOR LIFTS COME 4 WHEEL DRIVE

RANGE FROM 10 Metres TO 18 Metres WORKING HEIGHTS

ADDITIONAL EXTRAS INCLUDE

SELF LEVELING JACKS

DOUBLE EXTENSION DECKS
INTERNAL BUILT IN GENERATORS




JLG 260 MRT

Max Working Height 9.9m
Max Platform Height 7.9m
Max Platform Size 3.60x1.65m

Safe Working Load — Max 570 kg
Closed Height Minimum 1.26 m
Closed Width 1.75m
Closed Length 2.67m
Weight 3221 kg
Power Source Diesel

Available with Self — Levelling Jacks
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Genie GS2668RT

Max Working Height 9.92m
Max Platform Height 7.92m
Max Platform Size 4.10x 1.55m
Safe Working Load — Max 567 kg
Closed Height Minimum 1.70 m
Closed Width 1.73 m
Closed Length 2.67m
Weight 3072 kg
Power Source Diesel
Available with Leveling Jacks




Genie GS3268RT

Max Working Height 11.75m
Max Platform Height 9.75m
Max Platform Size 4.10x 1.55m
Safe Working Load — Max 454 kg
Closed Height Minimum 1.83m
Closed Width 1.73 m
Closed Length 2.67m
Weight 3632 kg
Power Source Diesel

Available with Leveling Jacks

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk

EMAIL: sales@plantfinderlimited.co.uk




Genie GS3384

Max Working Height
Max Platform Height
Max Platform Size
Safe Working Load — Max 1134 kg
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

12.06 m
10.06 m
6.5/mx1.8m

2.00 m
2.13 m
4.88 m
5445 kg

Diesel




JLG 3394 & 4394 RT

JLG 3394 RT JLG 4394 RT

Max Working Height 12.1m Max Working Height 15.1m
Max Platform Height 10.1m Max Platform Height 13.1m
Max Platform Size 6.21x2.18 m Min Platform Size 6.21x2.18 m
Safe Working Load — Max 1020 kg Safe Working Load — Max 565 kg
Closed Height Minimum 1.97m Closed Height Minimum 2.19m
Closed Width 2.39m Closed Width 2.39m
Closed Length 3.81m Closed Length 3.81m
Weight 5850 kg Weight 6900 kg
Power Source Diesel Power Source Diesel
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SKYJACK 9250

Max Working Height

Max Platform Height

Max Platform Size

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

17.2 m
15.2 m
6.88 x 1.87 m
458 kg
2.01m
2.33m
4.48 m
6895 kg

Diesel



JLG 500 RTS Megadeck

Max Working Height 17.2m

Max Platform Height 15.2m

Min Platform Size 7.28x2.11m
Safe Working Load — Max 680 kg

Closed Height Minimum 2.45m

Closed Width 2.29m

Closed Length 470 m

Weight 8600 kg

Power Source Diesel

MEGADECK PLATFORM EasiClad Att achment
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Genie GS5390

 Max Working Height
18.15m

 Max Platform Height
16.15m

« Min Platform Size
3.89m x 1.83m (Max 7.2m x 1.83m)

» Safe Working Load — Max

680 kg
* Closed Height Minimum
247 m
 Closed Width
2.29 m
e Closed Length
4.88 m
 Weight
7537 kg
 Power Source
Diesel
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Electric Boom LIfts

THESE BOOM LIFTS ARE MAINLY FOR INDOOR USE

NON MARKING TYRES IDEAL FOR INSIDE NEW SHOPPING MALLS

RANGE FROM 10 Metres TO 15 Metres WORKING HEIGHTS

FULLY SELF PROPELLED WITH IN-BUILT CHARGERS




GENIE Z30/20 RJ Narrow

Max Working Height 11.1m
Max Platform Height 9.1m
Max Outreach 6.4 m
Up ‘n’ Over Height 3.2m
Safe Working Load — Max 227 kg
Closed Height Minimum 2.1m
Closed Width 1.2m
Closed Length 51m
Weight 6577 kg
Power Source Electric
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GENIE Z34/22 Narrow

Max Working Height 12.3m
Max Platform Height 10.3 m
Max Outreach 6.8 m
Up ‘n’ Over Height 4.6m
Safe Working Load — Max 227 kg
Closed Height Minimum 20m
Closed Width 1.5m
Closed Length 57m
Weight 5216 kg
Power Source Electric




JLG 40n

Max Working Height 14.2 m
Max Platform Height 12.2m
Max Outreach 6.9m
Up ‘n’ Over Height 6.1m
Safe Working Load — Max 227 kg
Closed Height Minimum 2.03m
Closed Width 1.5m
Closed Length 53m
Weight 5330 kg
Power Source Electric
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GENIE Z45/22 Electric & Bi-Fuel

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

155m

13.5m
7.0m
6.6 m
227 kg

2.00 m
1.8 m
5.4 m

6700 kg

Electric & Diesel

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk
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JLG M450AJ

Max Working Height 15.7m
Max Platform Height 13.7m
Max Outreach 7.3m
Up ‘n’ Over Height 6.6 m
Safe Working Load — Max 227 kg
Closed Height Minimum 2.01m
Closed Width 1.75m
Closed Length 6.4 m
Weight 6667 kg
Power Source Electric & Diesel
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Diesel Rough Terrain Boom LIfts

THESE BOOM LIFTS ARE MAINLY FOR OUTDOOR USE

THE MAJORITY OF THESE BOOM LIFTS COME 4 WHEEL DRIVE

RANGE FROM 12 Metre TO 40 Metre WORKING HEIGHTS

ADDITIONAL EXTRAS INCLUDE

FOAM FILLED TYRES

ON BOARD GENRATORS
POWER TO PLATFORM




Genie Z34/22D Boom Lift

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

12.3 m
10.3 m
6.8 m
4.6m
227 kg
2.00 m
1.78 m
5.7m
4854 kg

Diesel

TEL: 01563 850060 WEB:

www.plantfinderlimited.co.uk

EMAIL: sales@plantfinderlimited.co.uk




Genie Z45/25AJ

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

Z45
15.8m
13.8 m

7.6m

6.9 m

227 kg
2.08 m
2.23 m

5.5m
6350 kg

Diesel

Z45AJ
15.6m
13.6 m
7.6m
7.2m
227 kg
2.08 m
2.23m
6.8 m
6668 kg

Diesel




Genie S40 & S45 (4x4)

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

S40
14.2 m
12.2 m

9.7m

N/A

227 kg

2.5m

2.3 m

7.4 m
5284 kg

Diesel

S45
15.7m
13.7 m
11.2m

N/A

227 kg

25m

23 m

8.5m
6709 kg

Diesel

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk
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Manitou AJT180

Max Working Height 17.7m

Max Platform Height 15.7m

Max Outreach 10.6 m
Up ‘n’ Over Height 7.15m
Safe Working Load — Max 230 kg
Closed Height Minimum 2.37m
Closed Width 2.30m
Closed Length 5.8m
Weight 8090 kg
Power Source Diesel




Genie Z260/34 (4x4)

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

20.1m
18.1 m
104 m
8.5m
227 kg
2.54 m
2.29m
7.9 m
10004 kg

Diesel

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk
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JLG 600AJ

Max Working Height

Max Platform Height
Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

20.5m
18.5m
12.3 m
8.1m
227 kg
2.54m
24 m
8.9 m
11069 kg

Diesel




Genie S60 & S65 RT

Max Working Height

Max Platform Height

Max Outreach

Up ‘n’ Over Height

Safe Working Load — Max
Closed Height Minimum
Closed Width

Closed Length

Weight

Power Source

S60
20.1m
18.1m

15.6 m
N/A
227 kg
2.7m
24 m
8.3 m
11821 kg

Diesel

S65
21.6m
19.6 m

17.2m

N/A

227 kg

2.7m

24 m

9.4 m
12882 kg

Diesel

TEL: 01563 850060 WEB:

www.plantfinderlimited.co.uk
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Genie S85 (4x4)

Max Working Height 27.7m
Max Platform Height 25.7m
Max Outreach 23.4m
Up ‘n’ Over Height N/A
Safe Working Load — Max 227 kg
Closed Height Minimum 2.80m
Width Axles Retracted 240 m
Width Axles Extended 3.00m
Closed Length 124 m
Weight 16266 kg
Power Source Diesel




Genie Z80/60 (4x4)

Max Working Height 26.4m

Max Platform Height 24.4 m

Max Outreach 18.3 m
Up ‘n’ Over Height 8.83m
Safe Working Load — Max 227 kg
Closed Height Minimum 3.00m
Width Axles Retracted 249 m
Closed Length 11.3m
Weight 17010 kg
Power Source Diesel

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk  EMAIL: sales@plantfinderlimited.co.uk




Genie S105 (4x4)

Max Working Height
36 m

Max Platform Height
34 m

Max Outreach

24.7m

Up ‘n’ Over Height
N/A

Safe Working Load — Max
227 kg

Closed Height Minimum
3.07m

Width Axles Retracted
249 m

Width Axles Extended
3.35m

Closed Length

14.02 m

Weight

18144 kg

Power Source

Diesel




Genie S125 (4x4)

Max Working Height
40.1 m

Max Platform Height
38.1m

Max Outreach

24.4m

Up ‘n’ Over Height
N/A

Safe Working Load — Max
227 kg

Closed Height Minimum
3.07m

Width Axles Retracted
249 m

Width Axles Extended
3.35m

Closed Length

14.02 m

Weight

20248 kg

Power Source

Diesel

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk

EMAIL: sales@plantfinderlimited.co.uk




Additional Services

Transport Training

Alloy Access Systems Access Link Network
Temporary Fencing Impact Protection

Site Accommodation Safety Harnesses
On Site Storage Containers Ground Guards

Flat Pack Containers



Transport

As Specialist Haulers of plant, machinery, containers & cabins.
We can handle long/wide loads and can self-load/unload up to 40ft containers & stack 2 high.

VOLVO c/w BEAVER VOLVO RIGID PK 44002 CRANE
TAILBODY

VOLVO ARTIC LOWLOADER
WITH PLATFORMS

VOLVO ARTIC PK 56002 CRANE
WITH 40FT CONTAINER

TEL: 01563 850060 WEB: www.plantfinderlimited.co.uk  EMAIL: sales@plantfinderlimited.co.uk

PLANTFINDER SERVICE VAN




ALLOY ACCESS SYSTEMS

We stock a full range of “'YOUNGMAN BOSS’ Alloy Access
Towers. Starting at 1.2 Metres high. In addition to the Boss
towers we also stock the Minimax Tower which is a quick
alternative, in such it is lightweight and quick to build using
the folding system it is ready for use in a matter of seconds.

We also stock Lightweight staging boards which come
complete with Handrails

Alluminium Ladders are also available in different heights.

For full details call our Hire Desk.
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Site Accomodation

ANTI VANDAL UNITS AVAILABLE IN 10FT, 20FT OR 32FT L ONG
OUR OWN CRANE LORRYS WILL DELIVER

AVAILABLE WITH PARTITIONS OR OPEN PLAN

OFFICE FURNITURE AVAILABLE ON REQUEST
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On Site Storage Containers

PADLOCKS ARE INCLUDED

STANDARD SIZE CHART

10ft 20ft 30ft 40ft
Standard External Dimensions:
Length 3.05m 6.10m 9.14m 12.19m
Width 2.44m 2.44m 2.44m 2.44m
Height:
-Standard 2.59m 2.59m 2.59m 2.59m
-High Cube 2.89m 2.89m 2.89m 2.89m
Standard Internal Dimensions:
Length 2.84m 5.89m 8.94m 11.98m
Width 2.36m 2.36m 2.36m 2.36m
Height:
-Standard 2.36m 2.36m 2.36m 2.36m
-High Cube 2.66m 2.66m 2.66m 2.66m
Floor Area 2.69m? 13.93m?2 21.09m? 28.33m?
Cubic Capacity:
-Standard 15.89m? 32.85m? 49.84m? 66.83m?
-High Cube 17.84m? 37.09m? 56.21m?2 75.32m?
Weight 1.52 tonnes 2.23 tonnes 2.84 tonnes 3.35 tonnes




Quick Store Flat Pack Containers

FROM THIS TO THIS
IN UNDER 2 HOURS

Fully galvanised.
No crane lorry needed.
Fast set up, erection & dismantle.
Cheaper and more secure than a wooden hut.
Sizes available 3mtr, 4mtr & 6mtr long.
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TRAINING

PREFABRICATED ACCESS SUPPLIERS AND MAMUFACTURERS' ASSOCIATION




ACCESS LINK Service Countrywide

Access to a vast pool of machines
throughout the country

The highest standard of service from any of
the depots throughout the country

The most competitive hire rates available
throughout the country

ACCESS LINK are the UK's only association of professional hirers and
suppliers of access equipment and is your assurance of dealing with a
reputable and professional company, who adhere to the high
standards of safety and service demanded by the hire trade.

The ACCESS LINK Mission Statement:

"The ACCESS LINK exists to help its members improve the level of
service care offered to their customers. Through its network of
independent regional access hirers, the ACCESS LINK provides each
member with pooled information, knowledge, opportunities, experience
and, above all, a countrywide depot spread."”

Its Customers:

Through its network of regional access rental companies, The
ACCESS LINK will supply to anywhere in the UK a range of safe, well
maintained and modern aerial work platforms especially chosen for the
industrial and installation sectors and at a level of personal service
care unmatched by national operators.
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NO-NOCS IMPACT PROTECTION

No-Nocs is an innovative protection
system designed to reduce impact and
scuffing damage to all categories of
finished surfaces.

No-Nocs is compatible with a diverse
range of access equipment including:
low level access
aluminium towers
mobile elevated platforms
system scaffold
providing protection for plaster work,
fixtures, fittings, paintwork and
operators alike.



SAFETY HARNESSES

Full Body Harness

Stainless Steel Fittings AVA| LAB LE

One fall restraint link at rear

Adjustable at leg loops, TO
shoulder and rear.

Adjustable Lanyard included
CE approved to EN361



